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SC/SL - block type

Dimensions (according to the DIN 645/1 standards) L rail max: 4000 mm

25C 9.2 | 62 |35 19| 06 34
40| 48 | 12.5]23 (2435|335 30 | 14 (35| M6 [ 9|7 |11[115] 75|95

255L 109.7| 815 | 50 212 08 3.4

355C 119.3| 80 | 50 215 16 6.5
55|70 | 18 |34 32 | 48 40 | 19 [50| M8 [12] 9 [15]| 17 | 8 [149

355L 142.3| 103 | 72 2| 2 6.5

455C 147.3/1013| 60 276| 3.1 10.7
70| 86 | 20545 (39.85| 60 525| 25 |60| M10 | 18|14[20| 19 | 10 | 18

4551 179.8/133.8| 80 339] 41 10.7

55 SC 173 | 120 | 75 315 47 15.2
80|100(23.5|53|47.8| 67 60 | 29 | 75| M12 [19|16|24| 22 | 12 {198

55 SL 215 | 162 | 95 425 62 15.2

65 SC 221.8]159.8| 70 518| 85 225
90(126|315(63| 55 | 78 75 |365(76 | M16 |22(18|26| 26 [155| 15

65 5L 2723|2103 120 57 | 127 225




