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1. HOLDER IS EQUIPPED WITH AN O-RING TO SEAL AROUND A @.215 ONE pLACE E-gg» 020 Egg;j e \/
PROBE. THREE PLACE (.000) +.005 [£0.13] MTM 08-27-86 SPRING—LOADED HOLDER M I N c o
2. O-RING MATERIAL: VITON. ANGLES: AP SS 08-27-86
3. TEMPERATURE LIMIT: 260°C (500°F) MAXIMUM. PR R FOR RESISTANCE THERMOMETERS www.minco.com
4. PRESSURE: HOLDER WILL WITHSTAND 50 PSI AT MAXIMUM DLW 08-27-86 (EXPLOSION PROOF) COMFANY CONFIOENTIL
TEMPERATURE WITHOUT ANY LEAKS AROUND THE O-RING SEAL. TYPE 303 STAINLESS STEEL [** R N OT DU PLICATE CoVeTs: N
5. HOLDER IS SUITABLE FOR USE IN HAZARDOUS LOCATION DEFINED BY =5 —
THE NATIONAL ELECTRICAL CODE AS CLASS |, GROUPS C AND D, REF: B3343 FG1 1 8
CLASS I, GROUPS E, F, AND G, AND CLASS Il WHEN USED WITH AN FINISH: NEXT CATEGORY POF Transferred 10/1/2008 LRS E
APPROVED ASSEMBLY.
(0] SS USED NIT—J0B | STOCR ISCALE NONE |[S>‘v§g B I @ 5 CA%%EESNT_I SHEET 1 OF 1
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9.215 REF

DESCRIPTION DATE ECO DR APPD
C 293 +.03 WAS 2.87 +.03, REDRAWN 08—11-86] 11466 | RjB | DLW
D | REVISED AND REDRAWN 02-15-02| 38776 | EDG | DLW
E |6.215 WAS ¢.217; ADDED B3343 TO TITLE BLOCK 08—06-08]1089426| EDG | RjB
1.2 REF —= 2.90 +.03

REVISIONS

3/4 — 14 NPT
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— 14 NPT

UNLESS OTHERWISE SPECIFIED
DIMENSIONS AND TOLERANCES IN INCHES
DIMENSIONS IN [ ] ARE IN MILLIMETERS
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