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MEETS QUALITROL PRODUCT PERFORMANCE SPECIFICATION PPS-—9.
FOR OIL OR GAS SPACE INSTALLATION ONLY.

UNIT CONFORMS TO THE REQUIREMENTS OF IP65.

PAINT: STD ANSI 70 GRAY CORROSION RESISTANT CS5M.
.STANDARD CONNECTORS FOR ANSI, QUALITROL AND MILITARY.
ISOLATION TEST: 2000V TO GROUND FOR 60 SECONDS.
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¢ 3.56 X
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SHOWN FOR MOUNTING ONLY

MODEL

NO- 900—FLA—A—374—C5M CS—-55713
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WE RECOGNIZE THAT THE SEALED ENCLOSURE MAY OFFER SHORT TERM
ADVANTAGES IN CERTAIN HARSH ENVIRONMENTS. SEALED UNITS ARE
AVAILABLE ONLY AS A CUSTOMER SPECIAL, WITH THE UNDERSTANDING
THAT QUALITROL CAN NOT GUARANTEE THAT THE UNIT WILL REMAIN
SEALED. THEREFORE, RESPONSIBILITY FOR ANY MOISTURE RELATED
DAMAGE MUST BE ASSUMED BY THE CUSTOMER.

PLG—-072-1
RNG—-001-19

SWITCH RATINGS

CABLE
LENGTH

REMARKS

15 AMP @ 125, 250, 480 VAC
.5 AMP @ 125 VDC — NON-INDUCTIVE
.25 AMP @ 250 VDC — NON-INDUCTIVE

374.00 IN

SEALED UNIT CAN BE MOUNTED HORIZONTAL OR VERTICALLY

LOCK WIRE
/ AND SEAL
3.75

[N

EPOXY FILLED

16 GA. 3 CONDUCTOR CABLE
UL TYPE SOW-A, CSA TYPE SO
374" [9500] LONG
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