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1.0 INTRODUCTION

The MODBUS standard defines an application layer 

messaging protocol, positioned at level 7 of the OSI 

model that provides “client/server” communications 

between devices that are connected on different 

types of buses or networks. It also standardises a 

specific protocol on serial line to exchange 

MODBUS request between a master and one or 

several slaves.

The objective of this document is to present the 

MODBUS protocol over serial line, in order to be 

used by all system designers to implement 

MODBUS protocol on their serial line products. 

Thus, this document will facilitate interoperability 

between devices using the MODBUS protocol.

MODBUS is a protocol request/response type and 

offers services specified by function codes.

In the sensors, this protocol was adapted to give the 

user a standard protocol for accessing the resources 

of the apparatus.

A sub-set of the function codes provided by the MODBUS protocol is implemented. 

Some memory locations assume certain functions if you write or read them, allowing 

the user to access the values of registers and variables of the equipment, as well as 

enabling specific commands such as ZERO CALIBRATION and SPAN CALIBRATION 

commands.

Also, it is possible to access directly the input/output provided by the sensor. All these 

features allow the sensor to communicate with any equipment that has the MODBUS 

RTU protocol on board such as gas detection systems, computer or PLC. 
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Infrared CO2, CH4, C3H8 or 

refrigerants sensor in 4 or 7 series 

sizes with integrated digital & 

analogue (0.4-2.0V) or bridge dc 

transmitter. 

Part nos.: 2112BC/M/P/R4-V

(4 and 7 series sizes) or 

2112BC/M/P4A-V for ATEx approved 

version (4 series size)

Measuring ranges:

Carbon Dioxide CO2: 0-30% vol, 

0-5% vol, 0-2% vol, 0-1% vol, 

0-5000ppm

Methane CH4 & Propane C3H8: 

0-100% LEL or 0-100% volume 

Refrigerants: 0-2000ppm



MODBUS protocol on serial line exists in two typologies: MODBUS ASCII and 

MODBUS RTU. ASCII mode foresees that all characters that carry information 

between DEVICES should be converted to ASCII characters so as to leave control 

characters to establish the beginning and end of a frame. This produces a large 

increase of bytes that must be transmitted from a device to another.

The MODBUS RTU has been introduced to overcome this. MODBUS RTU is a binary 

protocol in which all 256 values of byte carry information. The beginning and end of the 

frame takes place by detecting the timing of pauses between one frame and another 

and between one character and the other. If it encounters a pause of 3.5 times the 

transmission time of a character on the serial line, it means that the frame is 

terminated and then you can proceed to its analysis.

The slave response occurs after the interpretation of the frame received, however, 

always after a break of at least 3.5 characters. If the SLAVE encounters a pause of 1.5 

characters between a character and the other, the current message is discarded and 

starts again to receive a new message.

In this way, all data can be transmitted without undergoing conversion to ASCII and 

therefore the numbers of bytes for each frame is considerably reduced and 

communication is faster.

For this reason, MODBUS RTU protocol has been chosen for the sensor. The ASCII 

protocol, although required by the MODBUS specification, has not been implemented 

due to the problems with internal resources to the equipment. It is beyond the scope of 

this manual to explain exhaustively the protocol itself. For those who wish to deepen 

their knowledge of this protocol, information can be download from the MODICON site 

with the specifics of PI-MBUS-300 RevJ, which is the standard de facto of this 

protocol.

There is also a website www.modbus.org with details relating to the MODBUS protocol 

and a useful list of interesting links to MODBUS resources.
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1.1  COMMUNICATION PARAMETERS

The sensor communicates through a LOGIC LEVEL serial port in half duplex 

mode. The setting parameters of that port are permanent and are the following:

Half Duplex

Baud Rate :  4800

Parameters:

N ( no parity),

1 ( start bit ),

8 ( data bits ),

1 ( stop bit ).

The sensor is to be considered a slave (it can never take the initiative to transmit -

it can only reply to a query). 

The address of the slave can be set through a MODBUS protocol, writing the 

value on the appropriate registry. The address 0 (zero) in MODBUS identifies a 

broadcast message. It cannot be assigned to any device.
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1.1  COMMUNICATION PARAMETERS

Serial Port Connector

The serial line is present on the Rx / Tx pins. The standard pin outputs of the 

sensor are as follows:

The alternative option versions are as follows:
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All the dimensions in the figures are indicated in millimetres.

The two pins RX and TX for MODBUS protocol communication, are available on request.

32mm size

20mm size



2.0  DEFINITION OF MEMORY AREAS

The data model of the MODBUS protocol consists of 4 memory main zones defined 

within each device. Each one of these zones has a particular meaning and can be 

achieved through specific function codes. Such areas are:

Name Area Object 

type

Access 

type

Comments

COILS 0 single 

bit

Read/Write This data can be modified 

by the application

UNUSED 1 single 

bit

Read NOT USED ON SENSOR

Input registers 3 16-bit-

word

Read This data is provided by the 

system I/O

Holding 

registers

4 16-bit-

word

Read/Write This data can be modified 

by the application

According to the specifications, these areas may also be overlapped with no need for 

division. In the sensor, such areas are mapped including working registers, user 

variables and control commands.

Various memory areas have been used in order to adapt the protocol to the sensor 

device. Subsequently, all of the instructions quoted will be discussed in more detail.

In the Coils zone, instructions have been mapped for:

RESET DEVICE

ZERO CALIBRATION

SPAN CALIBRATION

These instructions have no parameter to set and do not return values. It is enough to 

set the related bit to perform the related instruction.
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The reading addresses related to these statements return the value 1 if the function 

result is active and the value 0 is returned if the function is complete.

The Discrete Inputs memory zone has not been used as there is no instruction in 

the sensor that can relay the operation of the Discrete Inputs area.

In the Input Register, the memory area maps all registers that can relay to operate 

in the Input Register zone.

Being that MODBUS provides 16 bit registers, while the sensor has registers and 

variables both at 32 bit and at 16 bit, access to this area of memory must always 

take place by accessing 2 consecutive registers (in the case of 32 bit float variables) 

or by accessing one register in the case of 16 bit variables unit at 16 bit.

For GO and GOR instructions, the function code 10h must be used by setting the 

simultaneous transmission of 2 registers.

In the Holding Register, memory zone maps all registers of the device. Also in this 

case, the access to this area of memory must always take place by accessing 2 

consecutive registers (in the case of 32 bit float variables) or by accessing one 

register in the case of 16 variables unit at 16 bit.

Access to the variables or to the float registers may also take place with two 16 bit 

communications (although not recommended). In this case, it is necessary to 

consider the following:

In the reading phase, the data could change during the first of the two 

communications. If the sequence of reading lower-upper part is not correctly 

completed or if the data changes during communications, there may be false 

records. This can be avoided by using the 03h reading function code set with a 

reading of two registers.

In the writing phase, it is necessary to write the lower part of the 32 bit data (register 

or variable) then proceed with the writing of the upper part. If the sequence of writing 

lower-upper part is not correctly completed, there may be entries with false data. 

Even in this case, the problem can be simplified by using the 10h function code with 

2 registers set in writing.
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3.0  DATA

The serial communication occurs through the transmission of 16 bit binary words (word). 

Data is of 2 types: floating point [ float ] (consisting of 2 words) and string (formed by an 

array of n byte (8bit).

The microprocessor used presents an organisation of the internal memory under little 

endian format, meaning that the less significant byte is located in the lowest byte of the 

memory and the most significant in the highest byte.

Big-endian and little-endian are two different methods used by computers to store in the 

memory data of larger size than the byte (es. word, dword, qword). The difference 

between the two systems is given by the order in which the byte constituting the data to be 

stored is memorised: Big-endian is the memorising that begins from the most significant 

byte to end with the least significant one. It is used by the Motorola processor and by 

protocol used in the Internet. Little-endian is the memorising that begins from the least 

significant byte to end with the most significant one. It is used by Intel processors.

This differentiation does not concern the bit position inside the byte (in which case, we 

speak of bit order) or the position of the characters in a string. Instead, it is important in 

the interpretation (or decoding) of the multi-byte encoding of string of characters (such as 

encoding UTF-16 of the standard unicode). The big-endian order, which has been chosen 

as the standard order in several standard protocols used on the internet, is therefore also 

called network byte.

In the case of a WORD (16 bit), the hexadecimal number 0x0123 will be stored as:

Little Endian Big Endian

0x23      0x01 0x01     0x23

BYTE: 0            1 0           1

In the case of a DWORD (32 bit), the hexadecimal number 0x01234567 will be stored as:

Little Endian Big Endian

0x67  0x45   0x23   0x01 0x01   0x23   0x45   0x67

BYTE:    0        1         2        3                               0         1         2         3

(In the examples, the value 0x01 is the most significant byte)
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FLOATING POINT

The values of floating point follow the specific IEEE 754 with 32 bit floating point 

standard.

----------------------------------------------------------------------------------------------------

MSB LSB

-----------------------------------------------------------------------------------------------------

SEEEEEEEE :  MMMMMMMM                              :

EMMMMMMM MMMMMMMM

WORD A WORD B

-----------------------------------------------------------------------------------------------------

S : sign of the number 0 positive 1 negative

E : exponent at 8 bit

M : mantissa of the number 23 bit

Example reading values in float :

To read 3 Holding register expressed in float starting from the register modbus 4000, 

6 word will have to be asked, then the registers 4 0000 – 4 0005.

At http://babbage.cs.qc.cuny.edu/IEEE-754/ you can find a simple form for IEEE-754 

Analysis, in order to simplify float to int32 conversion.
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STRING VALUES

------------------------------------------------------------------------------------------------

MSB LSB

------------------------------------------------------------------------------------------------

CCCCCCCC : CCCCCCCC CCCCCCCC : CCCCCCCC

-------------------------------------------------------------------------------------------------

Character[A]0  Character[A]1 Character[B]2  Character[B] 3

WORD A WORD B

--------------------------------------------------------------------------------------------------

C : bit in Character[x]

Example: To read a 4bytes long string from the holding register area starting from the 

register Modbus 4 00BA 2 word will have to be asked, then the registers 

4 00ba – 4 00bb must be read.
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3.3  CRC CALCULATION

In order to compute MODBUS CRC-16m (big endian) in a CRC calculation tool, use 

the following parameters:  

Type: CRC-16  

Initial value: FFFF (hex)  

Polynomial: 8005 (hex)  

XOR Out: 0  

Reflection In: ON  

Reflection Out: ON 

At  http://www.lammertbies.nl/comm/info/crc-calculation.html you can find a simple 

tool to perform MODBUS CRC-16 calculation (note that the result is in little endian).

4.0  SUPPORTED MODBUS FUNCTIONS

The sensor supports the following functions: 

• 03h Read Holding Registers 

• 04h Read Input Registers

• Reset Device Coil (0x00D0)

• Reset Device Coil bytes Frame:

[Address, Coil Command, Coil High, Coil Low, Value High, Value Low, CRC Low, CRC 

High]

Example for Reset Device Frame for address 0x01:

[0x01, 0x05, 0x00, 0xD0, 0x00, 0x00, 0xCC, 0x33]

Additional functions including Zero Calibration and Span Calibration are available on 

special request. The following pages provide the addresses of the MODBUS registers 

and related correspondence with the functions of the sensor.
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BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

00000101 0x05 5 FUNCTION CODE (WRITE SINGLE COIL)

00000000 0x00 0 OUTPUT ADDRESS HIGH

11010000 0xD0 208 OUTPUT ADDRESS LOW

00000000 0x00 0 OUTPUT VALUE HIGH

00000000 0x00 0 OUTPUT VALUE LOW

11001100 0xCC 204 CRC LOW

00110011 0x33 51 CRC HIGH

http://www.lammertbies.nl/comm/info/crc-calculation.html


5.0  INPUT AND HOLDING REGISTERS

5.1  DATA STRUCTURE CONCEPT

Users are able to read structure id of sensor using READ_INPUT_REGISTER 

(0x04) modbus command, from register location 0x0400 (only one register).

To read the structure id, user must send the command:

READ_INPUT_REGISTER ( 0x04 ) for register 0x0400

0x01 0x04 0x04 0x00 0x00 0x01 CRC

where:

0x01 is the sensor address

0x04 is the function to read input register

0x0400 is the Modbus address o read the structure id

0x0001 is the quantity of register to read structure id

The string received back from the sensor as answer to the above command will 

be:

0x01 0x04 0x02 0xXX 0xXX CRC

where:

0x01 is the address

0x04 is the function for read input register

0x02 is the byte count, or rather number of byte concerning the input register

0xXXXX is the UNIT16 register containing the id of the structure

If sensor responds with a modbus error code

0x01 0x84 0x02 CRC

where:

0x01 is the address

0x084 is the command error code for read input register

0x02 is the Modbus error code (Illegal Data Address) is intended that sensor is 

using first type of data structure n° 0

Actual value of data structure is 1 (ONE). All new functionality of data structure 1 

will be detailed as follows.
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MODBUS 

ADDRESS

TYPE R/W REGISTER DESCRIPTION MEASUREMENT 

UNIT

QUANTITY OF 

REGISTERS

0x0000 FLOAT  32BIT R RESERVED RESERVED -- 2

0x0002 FLOAT  32BIT R RESERVED RESERVED -- 2

0x0004 FLOAT  32BIT R TEMPERATURE SENSOR 

TEMPERATURE

KELVIN 2

0x0006 FLOAT  32BIT R CONCENTRATION TARGET GAS 

CONCENTRATION

CONCENTRATION 

PPM, % VOL
2

0x0008 UINT16  16BIT R ERROR SENSOR ERROR 

STATE

SEE 

DESCRIPTION

1

0x0009 UINT16  16BIT R WARNING SENSOR WARNING 

STATE

SEE 

DESCRIPTION

1

0x000A UINT16  16BIT R FIRMWARE 

VERSION 

MAJOR

FIRMWARE 

VERSION MAJOR

-- 1

0x000B UINT16  16BIT R FIRMWARE 

VERSION 

MINOR

FIRMWARE 

VERSION MINOR

-- 1

0x000C UINT16  16BIT R FIRMWARE 

VERSION 

REVISION

FIRMWARE 

VERSION 

REVISION

-- 1

0x000D UINT16  16BIT R FIRMWARE 

BUILD DATE DD

FIRMWARE BUILD 

DATE DD

-- 1

0x000E UINT16  16BIT R FIRMWARE 

BUILD DATE MM

FIRMWARE BUILD 

DATE MM

-- 1

0x000F UINT16  16BIT R FIRMWARE 

BUILD DATE 

YYYY

FIRMWARE BUILD 

DATE YYYY

-- 1

0x0400 UINT16 16BIT R DATA 

STRUCTURE ID *

DATA STRUCTURE 

USED INSIDE THE 

SENSOR

-- 1

Note: * 0x0400 is available only with data structure no. 1 or higher

5.2 INPUT REGISTERS
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MODBUS 

ADDRESS

TYPE R/W REGISTER DESCRIPTION MEASUREMENT 

UNIT

QUANTITY 

OF 

REGISTERS

0x0016 UNIT16  16BIT R MODBUS DEVICE 

ADDRESS (NOTE)

1..240 1

0x0017 UNIT16  16BIT R LOT DD DAY 1

0x0018 UNIT16  16BIT R LOT MM MONTH 1

0x0019 UNIT16  16BIT R LOT YYYY YEAR 1

0x0026 STRING 

8BYTES

R GAS CYLINDER 4

0x002A STRING 

4BYTES

R SERIAL NUMBER CODE 2

0x002C STRING 

8BYTES

R SERIAL NUMBER 4

0x0030 STRING 

4BYTES

R LOT CODE 2

0x0032 STRING 

8BYTES

R BUILD DATE 4

0x0036 STRING 

8BYTES

R TARGET GAS 4

0x003C STRING 

4BYTES

R UNIT OF MEASURE 2

0x003E FLOAT  32BIT R FULL SCALE VALUE 2

0x0200 FLOAT  32BIT R/W CALIBRATION GAS 

LEVEL*

2

0X007C UNIT16 16BIT R UART SPEED* 1

NOTE:  Sensor’s address of each sensor is set at “1”as default.

5.3  HOLDING REGISTERS
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5.3  HOLDING REGISTERS (Continued)

The encrypted Warning codes ( BIT VALUE ) are as follows:

NO_WARNING 0x00 ( no warning, functioning ok )

WARMUP_WARNING 0x01 ( warm-up )

INVALID_ACTIVE_WARNING 0x02 ( active not included within the 

functional limits expected )

INVALID_REFERENCE_WARNING 0x04 ( REF not included within the 

functional limits expected )

INVALID_TEMPERATURE_WARNING 0x08 ( TEMP not included within the 

functional limits expected )

INVALID_READINGS_WARNING 0x10 ( active and reference signals changed too fast. 

This condition can happen in case of fast gas flow 

rate transient, fast temperature changes and 

presence of radio frequency interferences. In case 

this flag is active, then gas concentration is frozen) 

INVALID_ACTIVERMS_WARNING 0x20 ( WRONG VALUES on the active 

channel. Active signal is too low )

INVALID_REFERENCERMS_WARNING 0x40 ( WRONG VALUES on the 

reference channel. Reference 

signal is too low )

HW_TEST_WARNING 0x80 ( HW test in progress. It is performed 

once per day )
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5.3  HOLDING REGISTERS (Continued)

The encrypted error codes are as follows:

NO_ERROR 0x00 ( no error, functioning ok )

UNUSED 0x01

E2PROM_CKSM_ERROR 0x02 ( error on e2prom check sum calculation )

FLASH_CKSM_ERROR 0x03 ( error on flash check sum calculation )

RAM_ERROR 0x04 ( error in the internal RAM of CPU, checked once per day )

VDD_ERROR 0x05 ( error in the internal voltage supply )

I2C_ERROR 0x06 ( this error happens if there is a writing or communication 

error to I2C hardware)

UNUSED 0x07

SPI_ERROR 0x08 ( this error happens if there is a writing or communication 

error to SPI)

VREF_ERROR 0x09 ( error to the internal voltage reference )

DAC_ERROR 0x0A ( error in initialisation or writing of the internal DAC )

UNUSED 0x0B

ANALOGUE_4-20MA_ERROR 0x0C ( error to the analogue output signal, not correlated to 

digital concentration )

UNUSED 0x0D

ADC_ERROR 0x0E ( error in the initialisation or reading of one ADC channel )

SW_ERROR 0x0F ( error caused in case of internal wrong calculation or active 

or reference signals could be to a wrong value )

VIN_ERROR 0x10 ( external power supply voltage out of range )

FLASH_READ_ERROR 0x11 ( error during flash reading )

FLASH_WRITE_ERROR 0x12 ( error during flash writing )

FLASH_ERASE_ERROR 0x13 ( error during flash erasing ) 

E2PROM_WRITE_ERROR 0x14 ( error during e2prom writing )

UNUSED 0x15

RFI_ERROR 0x16 ( error generated in case invalid readings warning is 

continuously present for five minutes. It can be caused by 

anomalous variation of active or reference signals ) 

VBG_ERROR 0x17 ( error of internal band gap measurement )

LAMP_ERROR 0x18 ( error caused when active and reference signals are too low )

AMP_ERROR 0x19 ( error caused when active or reference signals are too low )
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5.3  HOLDING REGISTERS (Continued)

The UART speed encrypted data is as follows:

UART_MODBUS_4800 BAUD 0

UART_MODBUS_9600 BAUD 1

UART_MODBUS_19200 BAUD 2

UART_MODBUS_38400 BAUD 3

The default value of the UART speed is 38400 BAUD for the 20mm sensor and for the 20mm sensor 

low power version. 

The default value of the UART speed is 4800 BAUD for the 32mm sensor and for the 32mm sensor for 

refrigerant gases.

The UART speed is a parameter that can NOT be modified by the user.

6.0 EXAMPLE OF QUERY

6.1  READ INPUT REGISTERS

To read the concentration, user must send the command:

READ_INPUT_REGISTER ( 0x04 ) for register 0x0006

(Note: Concentration register is a FLOAT register at 32 bit. The reading must be done 

on 2 registers starting from position 0x0006)

E.g.: The command to read the concentration is:

0x01 0x04 0x00 0x06 0x00 0x02 CRC
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: +44 (0)1803 844414  Fax: +44 (0)1803 844224
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6.1  READ INPUT REGISTERS (Continued)

where:

0x01 is sensor address

0x04 is function to read input register

0x0006 is Modbus address to start to read the concentration

0x0002 is quantity of register to read ( Concentration register is a float 32 bit )

The string received back from the sensor as answer to the above command will 

be:

0x01 0x04 0x04 0xXX 0xXX 0xXX 0xXX CRC

where:

0x01 is address

0x04 is function for read input register

0x04 is byte count or number of bytes concerning the input register

0xXXXXXXXX is the value of Concentration in Little Endian mode. (2 Register, in 

float type mode)

During the concentration polling, it is better to read also WARNING and ERRORS 

registers.

Request:

EURO-GAS MANAGEMENT SERVICES LTD, CHURSTON HOUSE, 

BASCOMBE ROAD, CHURSTON FERRERS, DEVON, TQ5 0JJ, UK

: +44 (0)1803 844414  Fax: +44 (0)1803 844224
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BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

00000100 0x04 4 FUNCTION CODE (READ INPUT REGISTERS)

00000000 0x00 0 STARTING ADDRESS HIGH

00000110 0x06 6 STARTING ADDRESS LOW

00000000 0x00 0 QUANTITY OF REGISTERS HIGH

00000010 0x02 2 QUANTITY OF REGISTERS LOW

10010001 0x91 145 CRC LOW

11001010 0xCA 202 CRC HIGH



6.1  READ INPUT REGISTERS (Continued)

Response (valid):

* 0x00 0x00 0xA0 0xC1 corresponds to a gas concentration of -20

Response (Error):
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: +44 (0)1803 844414  Fax: +44 (0)1803 844224
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BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

00000100 0x04 4 FUNCTION CODE (READ INPUT REGISTERS)

00000100 0x04 4 BYTE COUNT

00000000 0x00 0 REGISTER LOW. BYTE LOW *

00000000 0x00 0 REGISTER LOW. BYTE HIGH *

10100000 0xA0 160 REGISTER HIGH. BYTE LOW *

11000001 0xC1 193 REGISTER HIGH. BYTE HIGH *

01000010 0x42 66 CRC LOW

00010100 0x14 20 CRC HIGH

BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

10010000 0x90 144 ERROR CODE

00000001 0x01 1 EXCEPTION CODE

10001101 0x00 141 CRC LOW

11000000 0x00 192 CRC HIGH



6.2  READ HOLDING REGISTERS

To read the calibration gas level, user must send the command:

READ_HOLDING_REGISTER ( 0x03 ) for register 0x0200

(Note: Calibration gas level register is a FLOAT register at 32 bit. The reading must 

be done on 2 registers starting from position 0x0200)

E.g.: The command to read the calibration gas level is:

0x01 0x03 0x02 0x00 0x00 0x02 CRC

where:

0x01 is the sensor address

0x03 is the function to read holding registers

0x0200 is the Modbus address to start to read the calibration gas level

0x0002 is the quantity of register to read ( Calibration gas level register is a float 

32 bit )

The string received back from the sensor as answer to the above command will be

where;

0x01 is the address

0x03 is the function for read holding register

0x04 is the byte count, or rather number of byte concerning the holding register

0xXXXXXXXX is the value of Calibration gas level in Little Endian mode. (2 

Register, in float type mode) 
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6.2  READ HOLDING REGISTERS (Continued)

Request:

Response (valid):

Response (Error):
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BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

00000100 0x04 4 FUNCTION CODE (READ INPUT REGISTERS)

00000100 0x04 4 BYTE COUNT

00000000 0x00 0 REGISTER LOW. BYTE LOW *

00000000 0x00 0 REGISTER LOW. BYTE HIGH *

10100000 0xA0 160 REGISTER HIGH. BYTE LOW *

11000001 0xC1 193 REGISTER HIGH. BYTE HIGH *

01000010 0x42 66 CRC LOW

00010100 0x14 20 CRC HIGH

BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

10010000 0x90 144 ERROR CODE

00000001 0x01 1 EXCEPTION CODE

10001101 0x00 141 CRC LOW

11000000 0x00 192 CRC HIGH

BINARY HEX DECIMAL PURPOSE

00000001 0x01 1 SENSOR ADDRESS

00000100 0x04 4 FUNCTION CODE (READ INPUT REGISTERS)

00000100 0x04 4 BYTE COUNT

00000000 0x00 0 REGISTER LOW. BYTE LOW *

00000000 0x00 0 REGISTER LOW. BYTE HIGH *

10100000 0xA0 160 REGISTER HIGH. BYTE LOW *

11000001 0xC1 193 REGISTER HIGH. BYTE HIGH *

01000010 0x42 66 CRC LOW

00010100 0x14 20 CRC HIGH



EURO-GAS MANAGEMENT SERVICES LTD, CHURSTON HOUSE, 
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Note: PCB sockets are recommended for the sensor pin connection. Soldering to the sensor should be avoided and will invalidate 

warranty. All infrared sensors carry three years warranty against defects in material and execution. The warranty is null and void if the 

sensors are used under conditions other than those specified in the datasheet. It is highly recommended to respect the following criteria: 

(1) Do not expose the sensors to corrosive gases. (2) Do not solder directly to the socket pins but utilise socket connectors. (3) Do not 

exceed the maximum power supply declared in the datasheet. (4) Do not allow liquids to enter into the sensor. (5)  Be sure to use the 

correct power supply polarity.

By the nature of the technology used, any sensor can potentially fail to meet specification without warning. Euro-Gas makes every effort 

to ensure reliability of all sensors but where life safety is a performance requirement of the product and, where practical, Euro-Gas 

recommends that all gas sensors and instruments using sensors are checked for response to gas before use. 

The data contained in this document is believed to be accurate and reliable. The data given is for guidance only. Euro-Gas 

Management Services Ltd accepts no liability for any consequential losses, injury or damage resulting from the use of this datasheet or 

the information contained in it. Customers should test the sensors under their own conditions to ensure that the sensors are suitable for 

their own requirements and in accordance with the plans and circumstances of the specific project and any standards/regulations 

pertaining to the country in which the sensors will be utilised. Performance characteristics on this data sheet outline the performance of 

newly supplied sensors. Output signal can drift below the lower limit over time. This datasheet is not intended to form the basis of a 

contract and in the interest of product improvement, Euro-Gas reserves the right to alter design features and specifications without 

notice.               04/19
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