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Shaft Coupling Type WKL  
Series 12

Shaft Coupling WKL – Series 12

Type dw*
mm

Mt
kNm

Pax
kN

Ma
Nm

B** D
mm

L
mm

h
mm

A
mm

d1
mm kg

WKL 10 - 12 9 0.04 8 12 M6 39 32 10 25 13 0.3
10 0.04 9
11 0.05 10

WKL 12 - 12 12 0.07 11 12 M6 44 38 13 28 16 0.4
13 0.08 12
14 0.09 13

WKL 15 - 12 15 0.16 21 29 M8 52 50 15 36 21 0.8
17 0.20 24
19 0.26 27

WKL 20 - 12 20 0.29 29 29 M8 60 54 17 42 25 1.0
22 0.35 32
24 0.41 35

WKL 25 - 12 25 0.49 40 29 M8 66 62 19 48 32 1.3
27 0.58 43
29 0.66 46

WKL 30 - 12 30 0.77 51 29 M8 76 70 21 56 38 1.9
32 0.87 55
35 1.05 60

*Diameter dw can be chosen within given limitations.
**Tightening bolts: standard DIN EN ISO 4017/4014 Grade 10.9, alternative DIN EN ISO 4762 Grade 10.9
From M16 and larger with washers: DIN EN ISO 7416
When ordering please state: (Type x Ødw x desired model), e.g. WKL 30 - 12 x 32 x A

Model A Model B

Details of the fit:
Ødw:	 H7/h8

Roughness 
of all fitting surfaces:
Ra  < 3.2 µm

Code
 
Mt	� Maximum transmissible torque of a shaft coupling for Pax = 0
Pax	� Maximum transmissible axial force of a shaft coupling for Mt = 0
Ma	� Required tightening torque of the tightening bolts (see also “Installation and Removal Instructions“)
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